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1 Overview

This manual describes the PR-C201 (hereafter, referred to as card printer) printer driver network
settings, the setting procedure for using the shared printer function via USB, as well as restrictions in

terms or operation.

1.1 Copyright/Trademark

*Microsoft, Windows 10, Windows 8.1, Windows 8, and Windows 7 are registered trademarks of

Microsoft Corporation in the U.S. and other countries.

* The Windows® operating system name may be indicated in this manual as follows for

convenience.
Please take note.

Microsoft® Windows® 10 operating system —
Microsoft® Windows® 8.1 operating system —
Microsoft® Windows® 8 operating system —
Microsoft® Windows® 7 operating system —

Windows 10
Windows 8.1
Windows 8
Windows 7

* Other company/product names used in this manual are trademarks or registered trademarks of their

respective companies.
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2 Using the printer via a network

2.1 Precautions when using a network

Perform network settings following the instructions of the network administrator.
*If the network settings are incorrect, that may affect other network devices.

2.2 Network settings
2.2.1. Network port settings
The network port settings can be viewed/changed using the following procedure.
The following uses Windows 7 + PR-C201 as an example.

If you are using an operating system other than Windows 7, replace the "Windows 7" parts with
your operating system when reading.

(1) Open the [Nisca PR-C201 Network] properties of the printer folder and select the [Ports] tab.
(2) Click [Configure Port] to open [Nisca TCPIP PortMonitor].

E% Misca PR-C201 Metwork Properties @

| Geanearal | Sharing | Parts |Adwanced I Color Management | Security I Litility |

,ﬂ@ Misca PR-C201 Netwark

Brint to the following port(s), Decuments will print to the first free
checked port.

Port Description Printer

[[] comM3: Serial Port
[T Comé: Serial Port
[ Coms:  Serial Port
[ come:  Serial Port =
[T ComT?:  Serial Port
[ FILE: Print to File B

MNISCA... TCP/IP Port Misca PR-C201 Network -
[ Add Port... I [ Delete Port ] [ Configure Port... ]E

[¥] Enable bidirectional suppeort

[ Enable printer pooling

[ Ok J [ Cancel ] Apply Help
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mNisca TCPIP PortMonitor screen

You can check the [Port name], [IP address], and [Host name (Printer ID)] on this screen.
When changing the settings, click the [Network port setting] button, and start the Network port setting
tool.

Nisca TCPIP PortMonitor ==

Froperty

Port name:; |21 En

IF addrezs: 192.168.0.1 NEtWDf_k
port zetting

Host name: B
[Frinter [0

Port name:
The name of the TCP port used by the PR-C201 printer driver is displayed.
The port name cannot be changed.
IP address:
The IP address of the printer used by the PR-C201 printer driver is displayed.
You can change the IP address from the printer's Operation Panel or from the Network port
setting tool.
Host name (Printer ID):
The Printer ID of the printer used by the PR-C201 printer driver is displayed.
You can change the Printer ID from the printer's Operation Panel or from the Network port
setting tool.
Network port setting button:
This displays the Network port setting tool.
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2.2.2 Network port setting tool
Click the [Network port setting] button on the Network port setting screen to display the tool.
with the Network port setting tool, you can select the printer used by the PR-C201 printer driver.
You can also change the network settings of the selected printer on the PC screen.

mNetwork port setting tool screen

Metwork port setting @
Printer ID Serial Mo, IP address
9 03100015 192,168,0,2

Select Printer from List and dick [Select].

Resume Search | Printer Setting | [ Select l | Cancel

| IF address Search | 255 . 255 . 255 ., 255

When you open this screen, printers connected to the same network (same segment) will be
displayed in a list.

Resume Search:
When you reconnect to a network and it is not visible although you are already connected,
click [Resume Search]. Printers that are currently connected will be displayed in a list.
Printer Setting:
You can view/change the network setting details of the printer.
After selecting a printer from the list, click [Printer Setting].
The Printer Setting screen is displayed.
Select:
This selects the printer to be used.
After selecting a printer from the list, click [Select].
IP address Search:
This searches for printers connected outside of the same network (same segment).
After specifying the IP address, click [IP address Search].
Printers that are currently connected will be displayed in a list.
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2.2.3 Printer settings

Click [Printer Setting] on the Network port setting tool to display the screen.
You can change the network settings of a printer on a PC screen through the Printer Setting screen.

mPrinter Setting screen

I Y

Frinter Setting @
Befare Change After Change
Printer ID g 5|
MAC Address 00-0F-13-13-00-0F 00-0F-13-13-00-0F
Session time-out{zec) 30 30
PSec  |OFF OFF -
IPSec pre-shared key
DHCP  [oFe oOFF -
IP Address 192,168 . 0 . 2 192,168 . 0 . 2
Subnet mask 255 .255 .255. 0 255 .255.255 ., 0
Default gateway a .0 .0 .0 a .0 .0 .0
Password Setting OFF OFF A
Password
*Reboot PC after Printer ID is changed.
Setting ] | Cancel

Settings before and after changes are displayed.

Before Change cannot be edited since it is only used for reference.

When changing settings, set values for the input controls of After Change.
To set the changed values in the printer, click [Setting].

To close the screen without making any changes, click [Cancel].

Printer ID:
This is the unique ID attached to a printer to identify it.
The default setting is [8].
When there are multiple printers connected to the PC, it is necessary to assign a unique
number for each whether it is a USB printer or a network printer.
MAC Address:
This displays the MAC address of the printer. This cannot be changed.
Session time-out(sec):
This is the timeout time of the network communication.
The default setting is [30] seconds.
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IPSec:
This enables/disables IPSec.
If this is set to ON, a [IPSec pre-shared key] must be set.
IPSec setting must also be made on the PC side.
See p.8 for details.
IPSec pre-shared key:
This is the IPSec pre-shared key.
DHCP:
This enables/disables the automatic IP address acquisition function.
If DHCP is turned ON, the printer will automatically acquire an IP address/Subnet
mask/Default gateway from the DHCP server.
However, a DHCP server will be necessary.
IP address:
This is the printer's IP address.
Subnet mask:
This is the printer's Subnet mask.
Default gateway:
This is the printer's default gateway.
Password Setting:
If a printer password is set, it is masked on the Properties screen of the printer driver.
Password:
This is the printer's password.
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2.3 IPSec settings

By performing encrypted communication through IPSec, the security of communication between the
PC and the printer can be improved. This printer supports the following algorithms.
<OESP confidentiality (encryption algorithm): AES / 3DES / DES

OESP consistency (authentication algorithm): SHA1 / MD5
2.3.1 Precautions when using IPSec

When using IPSec to perform encrypted communication, setting the printer and PC is necessary.
If the printer and the PC are not properly set, encrypted communication cannot be performed.

2.3.2 How to set IPSec

The PR-C201 only supports pre-shared key authentication.
That is why it is necessary for you to set a pre-shared key for the printer, as well as the PC.

mPR-C201 IPSec settings

Printer Setting @
Before Change After Change
Printer I g g
MAC Address 00-0F-13-13-00-0F 00-0F-13-13-00-0F
Session time-out{sec) 30 30
IPSec OFF OFF -
IPSec pre-shared key
DHCP OFF oFF E
IP Address 192 . 168 . 0 . 2 192 . 168 . 0 . 2
Subnet mask L s L | 255 ,255.255. 0
Default gateway g .0 .0 .0 o .0 .0 .0
Password Setting OFF OFF -
Password
*Reboot PC after Printer ID is changed.
[ Setting ] | Cancel

(1) On the Printer Setting screen of the Network port setting tool, set [IPSec] to ON.
(2) On the [IPSec pre-shared key] input field, enter the "IPSec pre-shared key" that is the same with
the one on the PC, and click [Setting].




Printer Driver Manual

mPC |IPSec settings

On the "Local Security Settings" of the PC, make security settings for the communication with the

printer.

The detailed setting method has been omitted from this instruction manual since it is a standard

procedure.
Protocol:  TCP

{Security method:  Security negotiation
OAuthentication method:  Pre-shared key
OTunnel settings:  An IPSec tunnel is not specified

2.3.3 Advantages and disadvantages of encrypted communication using IPSec

IPSec disabled

possible

communication

PC setting , . . ;
Local security setting (policy allocation)
Printer setting Yes No Not set
Communication not Normal Normal

communication

IPSec enabled

Encrypted
communication

Communication not
possible

Communication not
possible




Printer Driver Manual 10

2.4 How to add a network printer

This section explains how to add a network printer to a network upon which a network printer is
already used (printer driver installed)

@ The following uses Windows 7 + PR-C201 as an example.
If you are using an operating system other than Windows 7, replace the "Windows 7" parts with
your operating system when reading.

Configure network settings for the printer to add to the network.

It is necessary to set "Printer ID" and "IP address" in order that these are different to those already
connected to the network.

Settings can be carried out from the Operation Panel.

See "Changing Network Connection Settings" of the "Operation Guide" for how to use the Operation
Panel to set printer network settings.

2.41 Windows 7

(1) Connect the printer to add to the network.

(2) On the PC that is adding the printer, from the Start menu, open "Devices and Printers".
Click "Add a printer".

(o] ]

—
l\..,.f”\._/’l |rﬁ « Hardware and Sound » Devices and Printers - | 3 | | Search Devices and Printers o I

Add a device Add a printerE = - (7]
4 Devices (3)

Dell USB Generic Non-PnP NPC-03735 USB Flash Disk USB Optical
Keyboard Menitor Mouse

4 Printers and Faxes (4)

| ot ]

Microsoft Office Microsoft XPS MNisca PR-C201

DocumentImage  Documnent Writer Metwerk
Writer
f9items
I

G

J
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(3) Open the "What type of printer do you want to install?" screen.
Click "Add a local printer".

) rlm Add Printer
What type of printer do you want to install?

= Add a local printer

Use this option enly if you don't have a USE printer, (Windows automatically installs USE printers

5 when you plug them in.)

= Add a network, wireless or Bluetooth printer
Make sure that your computer is connected to the network, or that your Bluetooth or wireless
printer is turned on.

ext Cancel

(4) Open the "Choose a printer port" screen.
Click "Create a new port:", and in Type of port:, select "Nisca TCPIP PortMonitor".
Click "Next".

K = Add Printer

Choose a printer port

& printer port is a type of connection that allows your computer to exchange information with a printer.

() Use an existing port: LPTI1: (Printer Port)

@ Create a2 new port:

Type of port: Misca TCPIP Porthenitar '|?

Net | Cancel |
[ ?J
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(5) Open the "Nisca TCP PortMonitor" screen.
Click "Network port setting".

s

Misca TCPIP PorthMonitor

Froperty

Fort name:

IP addrezs:

Hozt name:
[Printer D)

M etwork,

port zettin

=

Cancel

]

(6) Open the "Network port setting" screen.
From the list, select the printer to add, and click "Select".

P

Metwork port setting
Printer ID Serial Mo, IF address
9 D3100015

192,168,0,2 E

Select Printer from List and dlick [Select].

[F‘rinter Setting I [ Select

1

S

Cancel ]

[ IP address Search I

235 . 255 ., 255

. 255
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(7) In the "Nisca TCP PortMonitor" screen "IP address" and "Host name (Printer ID)", confirm that
the "IP address" and "Host name (Printer ID)" for the printer to add are displayed.
Click "OK".

Nisca TCPIP PortMoniter [5m]

Property

Part name:  MizcaT CPO0Z

IP address:  192.168.0.2 NEtW':'f_k
part gethng

Host name; 3
[Prinker 10]

ok 1 Cancel
[ ?v['

(8) The "Install the printer driver" screen is displayed.
From the printer list, select "Nisca PR-C201 Network", and click "Next".

@ g Add Printer

Install the printer driver

J Choose your printer from the list, Click Windows Update to see more models.

To install the driver from an installation CD, click Have Disk,
Manufacturer * || Printers
Lexrnark 5] Misca PR-C201 Network
Microsoft 7 E
MEC =
DNISCA o

=l This driver has an Authenticode(tm) signature. [ Windows Update J [ Have Disk... |

Tell me why driver signing is important

[ Ne:d:Qél Cancel |
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(9) The "Which version of the driver do you want to use?" screen will be displayed.
Select "Use the driver that is currently installed (recommended)”, and click "Next".

K3 = AddPrinter

Which version of the driver do you want to use?

Windows detected that a driver is already installed for this printer.

é@_- Use the driver that is currently installed (recarmmended);
() Replace the current driver

[ [Wext %ancel |

(10) The "Type a printer name" screen will be displayed.
In "Printer name", input a printer name, and click "Next".

@ o=y Add Printer

Type a printer name

Printer name:

Misca PR-C201 Network (Copy 1)

This printer will be installed with the Misca PR-C201 Metwork driver.

Qé Cancel |
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(11) The "Printer sharing" screen will be displayed.
Select "Do not share this printer”, and click "Next".

I\..'_/l ey Acld Printer

Printer Sharing

If you want to share this printer, you must provide a share name. You can use the suggested name or
type 2 new one The share name will be visible to other network users,

@ Do not share this printer

é | Share this printer so that others on your network can find and use it

[ [ext Il Cancel |

<y

(12) The "You've successfully added Nisca PR-C201 Network (Copy 1)" screen will be displayed.

Click "Finish".

) e Add Printer

You've successfully added Nisca PR-C201 Network (Copy 1)

[#]i5et ac the default printer

test page.

Brint a test page

=3

Te check if your printer is werking properly, or te see troubleshoeting information for the printer, print a

This concludes addition of a network printer.

Finizh Qéll Cancel |
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2.4.2 Windows 8/8.1/10
(1) Connect the printer to add to the network.

(2) On the PC that is adding the printer, from the Start menu, open "Devices and Printers".
Click "Add a printer".

o) Devices and Printers = &
@ - T gizg <« Hardware and Sound » Devices and Printers AN v Search Devices and Printers Pl
Add a device Add a printer = - @
» Devices (5) E

4 Printers (3)

Microsoft XPS Nisca PR-C201
Document Writer Network

8 items

L/

= 1)

(3) Open the "Add Printer" screen.
Click "The printer that | want isn'’t listed".

o= Add Printer

No printers were found.

Printer Mame Address

Search again

6 = The printer that | want isn't listed
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(4) Open the "Find a printer by other options" screen.
Click "Add a local printer or network printer with manual settings".

(€) @ Add Printer

s

Find a printer by other options

() Select a shared printer by name
Browse...

Exarnple: \\computernamehprintername or
http://computername/printers/printernarme/. printer

() Add a printer using a TCP/IP address or hostname

(") Add a Bluetooth, wireless or network discoverable printer

? (®):Add a local printer or network printer with manual settings:

MNext E‘Cancel

(5) Open the "Choose a printer port" screen.

Click "Create a new port:", and in Type of port:, select "Nisca TCPIP PortMonitor".

Click "Next".

(€) @ Add Printer

Choose a printer port

A printer port is a type of connection that allows your computer to exchange information with a printer,

() Use an existing port: LPT1: (Printer Port)

) Create a new port:

é Type of port: MNisca TCPIP PortMonitor v

MNext E‘Cancel
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(6) Open the "Nisca TCPIP PortMonitor" screen.
Click "Network port setting".

Misca TCPIP PortMonitor

Froperty

Part name: | Migcal CPO0Z |

IP address: | | Metwark
port zething

Hozt name: | | E

[Frinter [0

| Ok, | | Cancel |

(7) Open the "Network port setting" screen.
From the list, select the printer to add, and click "Select".

Network port setting
Printer ID Serial Ma. IF address
g 03900584 192,168,0,2
8 03100015 192,168,0,1

Select Printer from List and dick [Select].

| Printer Setting | ‘ Select % Cancel |

| IF address Search | | 255 . 255 . 255 . 255 |
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(8) In the "Nisca TCP PortMonitor" screen "IP address" and "Host name (Printer ID)", confirm that
the "IP address" and "Host name (Printer ID)" for the printer to add are displayed.

Click "OK".

Misca TCPIP PortMonitor

Froparty

Port name; | MiscaT CPODZ

IP address:  |192168.0.2 Netuork
port zething

Host name: |9
[Printer 10

Ok E Cancel

(9) The "Install the printer driver" screen is displayed.
From the printer list, select "Nisca PR-C201 Network", and click "Next".

) o Add Printer

f
N

Install the printer driver

./ Choose your printer from the list. Click Windows Update to see more models.

To install the driver fram an installation CD, click Have Dizk.

Manufacturer || Printers

MEC 54 Nisca PR-C201 Metwork E

> MISCA
é MNRG
0Kl

[ 1Pl a Tl

W

] This driver has an Authenticode(tm) signature. Windows Update Have Disk...

Tell me why driver signing is important

MNext Qg Cancel
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(10) The "Which version of the driver do you want to use?" screen will be displayed.
Select "Use the driver that is currently installed (recommended)”, and click "Next".

€) ™ Add Printer

i
i
s

Which version of the driver do you want to use?

Windows detected that a driver is already installed for this printer.

@ ilse the driver that is currently installed (recommended];

() Replace the current driver

MNext E&Cancel

(11) The "Type a printer name" screen will be displayed.
In "Printer name", input a printer name, and click "Next".

) o Add Printer

f
N

Type a printer name

Printer name: | Misca PR-C201 Metwork (Copy 1) E

This printer will be installed with the Nisca PR-C207 Network driver.

MNext E&ncel
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(12) The "You've successfully added Nisca PR-C201 Network (Copy 1)" screen will be displayed.
Click "Finish".

= Add Printer

You've successfully added Nisca PR-C201 Network (Copy 1)

[W]%5et as the default printer

To check if your printer is working properly, or to see troubleshooting infermation for the printer, print a
test page.

Print a test page

Finish E‘Cancel

This concludes addition of a network printer.
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3. Shared printer function via USB

This section describes the installation procedure, as well as the setting method when using the
shared printer function via USB.

dll important

Make sure to read the restrictions in Chapter 3.4 before using the shared printer function.

3.1 Local printer installation

The local printer needs to be installed on both the server side and client side.
Follow the installer procedures when performing the installation.

& REF
& RED

PR-C201 : [Easy Setup Guide] bundled with the printer

22
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3.2 Server side shared settings

Shared settings must be performed for the local printer installed in the server side.

The following uses Windows 7 + PR-C201 as an example.

If you are using an operating system other than Windows 7, replace the "Windows 7" parts with
your operating system when reading.

(1) Right-click Nisca PR-C201, and open [Printer properties].

4 Devices (3)

! —
Dell USB Generic Non-PnP
Keyboard Monitor

4 Printers and Faxes (4)

Microsoft Office
Document Image
Writer

y / 9 items

o)

i
. {

[E=1 Eon )
Qu |E';3 « Hardware and Sound » Devices and Printers - | + | | Search Devices and Printers =)
Add a device Add a printer

Al

 NPC-03735

Microsoft XPS
Document Writer

= v (7]

USE Flash Disk USB Optical
Mouse

R

TMisca PR-C201

5 Nisca PR-C201 Properties

General |Sharing | Farts | advanced | Color Management | Security | Utility |

=)

vy

‘% Misca PR-C201

Location:
Comment:
IModel: Misca PR-C201
Features
Color: Yes Paper available:
Double-sided: Yes Standard card{Retransfer} -
Staple: Mo
Speed: Unknown
Maximum resclution: 500 dpi i
’ Preferences... ” Print Test Page
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(2) Select the Sharing tab.

=) Nisca PR-C201 Properties [}

| General | Sharinfats | Adwanced | Color Management | Secarity | Uity |
J I ‘_.'CE printer, only users on your network with 3 usemame
#M)  and passworW or this computer can print to it. The printer will not

be availabl
usethe !

hen the computer sleeps. To change these settings,

nter;

[] Share this printer
Render print jobs on client computers
Drivers

If this printer is shared with users running different versions of
Windows, you may want te install additional drivers, so that the
users do not have to find the print driver when they connect to the

shared printer,
[ Additional Drivers...

(oK) [omesi ] [ &)

(3) Select "Share this printer" and click [OK].

%) Nisca PR-C201 Properties )

'l

| General | Sharine | Ports _lennnd ] Color Management |Stwrit\r !_Llll!v |

J If you share this printer, only users on your network with 2 username

#W)  and password for this computer can print to it. The printer will not

be available when the computer sleeps, To change these settings,
use the Network and Sharing Center.

(] Share this printer

Share name:

[#] Render print jobs on client computers

Drivers
If this printer is shared with users running different versicns of
Windows, you may want te install additional drivers, so that the
users do not have to find the print driver when they connect to the

shared printer.
Additional Drivers...

é 0K | [ cencel | [ Ay |

By default,
"Share this printer" is not checked.

Set a unique share name within the
network environment to which the PC
used for setting is connected.

By default,
" Nisca PR-C201"
is indicated.

When using sharing, it is recommended
that you change the name using the
following convention.

"Nisca PR-C201xxxx"
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After this, the shared setting is complete.
Once the shared setting is complete, the printer icon will change to indicate that it is shared.

=N [ECR =
b b - - - - L - -
{ fu %« Hardware and Sound » Devices and Printers - | +4 | Search Devices and Printers e |
Add a device Add a printer See what's printing Print server properties  » ] @

4 Devices (3)

. | _

il

MPC-03735

USB Flazh Disk
Maonitor IMouse

Dell USB Generic Non-PrP USE Optical

Keyboard

4 Printers and Faxes (4)

/

Microseft Office
Document Image
Writer

Misca PR-C201

State: @' 23
lf Model: Misca PR
Categony: Printer

o o

Microsoft XPS

Misca PR-C201
Document Writer

Status: O decurmnent(s) in queue

Shared printer icon
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3.3 Client side shared printer installation

The shared printer needs to be installed on the client side.

3.3.1 Installing in Windows 7

(1) Run the [Add Printer] from the printer folder of the client PC, and click "Add a network, wireless or

Bluetooth printer".

) = Add Printer
What type of printer do you want to install?

# Add a local printer
Use this option only if you don't have a USB printer. (Windows automatically installs USB printers
when you plug them in.)

printer is turned on,

2 Add a network, wireless or Bluetooth printer
ﬁ Malke sure that your computer is connected to the netwaork, or that your Bluetooth or wireless

Cancel

(1) When the target printer is included in the printer list on the upper portion, select that printer and

click [Next].

@ = Add Printer

Searching for available printers...

Printer Narne Address
59 =4 Nisca PR-C201 on NPC-03430 WNPC-03430\Nisca PR-C201

2 The printer that Iwant isn't listed

NM%
S )

\ Stop

Proceed to Step (5).
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If the printer was not found, click "The printer that | want isn't listed".

@ i Add Printer

Searching for available printers...

Address

WNPC-03430\Nisca PR-C201

Printer Name

3 Nisca PR-C201 on NPC-03430

# The printer thatI want isn't listed

\ Stop

cel ‘

Proceed to Step (3).

(3) On this screen, you can select a shared printer using one of the following 2 procedures.

@ rlg] Add Printer

Find a printer by name or TCP/IP address

1 Select a shared printer by name

Example: \\computername' printername or
http://computername/printers/printername/ printer

“) Add s printer using & TCP/IP address or hostname

et ‘ Cancel ‘

-"Browse for a printer"
is described in (4)-1.

-"Select a shared printer by name"
is described in (4)-2.

After selecting a method, click [Next].

(4)-1 Select the PC on the network in which the shared printer is installed.

Please select the network printer you want to use and click Select to connect to it

If you click on a PC name,
the devices shared on that

@kalﬁ b Network » NPC-03430

Organize »
3 Documents )
o Music 4 Misca PR-C201
[ Pictures B E
B videos
M Computer
‘-_-f, Local Disk (C:)
= Local Disk (D:}
ca Local Disk (F)

== Removable Disk (G:)

m

si_i Metwork

é 1M NPC-03430

/& NPC-03735

Printer Misca PR-C201

o
PC will be shown. Select the
target card printer among the
devices displayed and click

[Select].

é{ Select l ’ Cancel
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(4)-2 Enter the shared printer name directly into the [Name] input field and click [Next].

@ = Add Printer
Find a printer by name or TCP/IP address
Browse for a printer
@ Select 8 shared printer by name
é \NPC-03420\Nisca PR-C201
Example: \\computername\printernan
http://computername/printers/printernam=@inter

Add a printer using a TCP/JP address or hostname

? Next Cancel |

=+ [Name]
\\Server Name\\Shared Printer Name

(5) When the user authentication screen appears, enter your [User name] and [Password], and click

[OK].

Windows Security

- =)

Enter Network Password
Enter your passwerd to connect to: PC-5ERVER

— |Username
|D |Pas£wcrcl
1 Domain: PC-CLIENT
] Remember my credentials E
£~ —2n failure: unknown user name or bad pa=®ard.

| &)

If the user name and password is incorrect, this user
authentication screen will be displayed on the server
side and the client side.

When registering your user name and password
on this screen, make sure to check the
[Remember my credentials] checkbox.

(6) When the warning screen appears that is written "Do you trust this printer?" , please click "Install

driver" button.

.
Printers —

k@ Do you trust this printer?

Windews needs to download and install a seftware

driver from the \\NPC-03430 cemputer te print to Nisca
PR-C201. Proceed only if you trust the \\NPC-03430
computer and the network.

é L"f-._r'lnstali driver | Cancel ]

This warning is displayed for copying the server side printer driver to the client when
performing a shared installation of the server side printer.
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(7) After confirming the added printer's name, click [Next].

\:_/ rlg] Add Printer

You've successfully added Nisca PR-C201 on NPC-03430

Brinter name: Nisca PR-C201 on NPC-03430

This printer has been installed with the Nisca PR-C201 driver.

Cancel

(8) Click [Finish].

\_:j r‘!l Add Printer

You've successfully added Nisca PR-C201 on NPC-03430

To check if your printer is working preperly, or to see troubleshooting infermation for the printer, print a
test page.

Print a test page

Finish | Cancel

After this, the shared printer installation in the client PC is complete.

Q'\../‘ |?"_3 <« Hardware and Sound » Devices and Printers - | 4y | | Search De

Add a device Add a printer Seewhat's printing Print server properties » .@.

&

Name Classification Device category M;
4 Devices (5)

&2 Dell USE Keyboard Keyboards, Mice and Oth...

K| Generic Non-PnP Manitor Displays and Projectors

A NPC-03735 Computers He

—a Y5B Flash Disk Devices with Storage

ﬂ USE Optical Mouse Keybeards, Mice and Oth...
4 Printers and Faxes (5)

= Fax Printers and Faxes Printers and Faxes

E-E_; Microsoft Office Document Image Writer Printers and Faxes Printers and Faxes

[;-E_J Microsoft XPS Document Writer Printers and Faxes Printers and Faxes

2 Misca PR-C201 Printers and Faxes Printers and Faxes

@ Misca PR-C201 on NPC-03430 Printers and Faxes Printers and Faxes

< ] 5
Misca PR-C201 on NPC-03430 State: Status: 0 document(s) in queue
f’r Medel: Nisca PR-C201
w Category: Printer

Once the shared
printer installation is
complete, the printer
driver with the server
name will be displayed.
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3.3.2 Installing in Windows 8/8.1/10

(1) Run the [Add Printer] from the printer folder of the client PC.

s B
® ~ 4 @3+ Control Panel » Hardware and Sound + Devices and Printers w| ¢ | Search Device.. O
Addzdevice  Add a printer =~ @
4 Devices (3)
LCD-ATTSY PC-CLIENT USE Input Device

4 Printers (3)

Fax Microsoft XPS Nisca PR-C201
Document Writer

/ Gitems
O

(1) When the target printer is included in the printer list on the upper portion, select that printer and
click [Next].

Proceed to Step (6).

Select a printer

Printer Narme Address
§Nis:a PR-C201 on PC-S5ERVER WWPC-SERVER\Nisca PR-C201

]

= The printer that | want isn't listed

éjum

If the printer was not found, click "The printer that | want isn't listed".

X

e = Proceed to Step (3).

Mo printers were found.

Printer Narme Address

.”””Sé[.chagain

& The printer that | want isn't listed

‘F:Egj ‘(:Efg:ﬁiij | Concel |
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(3) Select "Select a shared printer by name", click [Next].

Find a printer by other options

®) Select a shared printer by name
é | | ‘ Browse... |
Example: \\computername\printername or E
http://computername/printers/printername/ printer }
() Add a printer using a TCP/IP address or hostname

() Add a Bluetooth, wireless or network discoverable printer

() Add a lgcal printer or network printer with manual settings

o

(4) Select the PC on the network in which the shared printer is installed.

If you click on a PC name,

- s Metwork PC-SERVER v & Search PC-SERVER ¥ .
© = T ) the devices shared on that
1 - O e PC will be shown. Select the
Downloads ~ .
% Recent plces ? Nicca PR.C2OT J target card printer among the
-, E devices displayed and click

B Desktop [Select] .

[ Libraries

| PC-Client

- Computer
&, Local Disk (C:)
—a Local Disk (D:)
a Local Disk (E:)
A2 DVD RW Drive |

eﬂ Metwork
1M PC-CLIENT

18 PC-SERVER
[58 Control Panel
& Rervele Rin e

Printer

(5) Enter the shared printer name directly into the [Name] input field and click [Next].

[Name]
\\Server Name\Shared Printer Name

Find a printer by other options

®) Select a shared printer by name

‘\\PC—SERVER\N\sca PR-C201 ‘ | Browse... |
Example: \\computername'printernam
http://computername/printers/ printernam =@ nter

() Add a printer using a TCP/IP address or hostname

() Add a Bluetooth, wireless or network discoverable printer

(7) Add a local printer or netwerk printer with manual settings

e | i
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(6) When the user authentication screen appears, enter your [User name] and [Password], and click
[OK].
If the user name and password is incorrect, this user

Enter network password authentication screen will be displayed on the server
Enter your password to connect to: PC-5ERVER Side and the Client Side.

’User name

When registering your user name and password
on this screen, make sure to check the
[Remember my credentials] checkbox.

H ’Password

Demain: PC-CLIENT
é[‘ Rermnember my credentials

‘_/?E user name or password is incorrect.

(7) When the warning screen appears that is written "Do you trust this printer?", please click "Install
driver" button.

@ This warning is displayed for copying the server side printer driver to the client when
performing a shared installation of the server side printer.

(8) After confirming the added printer's name, click [Next].

X

in

]

You've successfully added Nisca PR-C201 on PC-SERVER

Brinter name: Nisca PR-C201 on PC-5ERVER

This printer has been installed with the Nisca PR-C201 driver.

Cancel
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(9) Click [Finish].

You've successfully added Nisca PR-C201 on PC-SERVER

To check if your printer is working properly, or te see troubleshooting infermation for the printer, print a
test page.

Print a test page

—

After this, the shared printer installation in the client PC is complete.

= H Once the shared

® - 1 &3+ ControlPanel + Hardwareand Sound » Devices and Printers v| ¢ | | SearchDevice.. o printer installation is

Add » device - @ complete, the printer
driver with the server
name will be displayed.

4 Devices (3)

LC[;—AWSV PC-CLIENT USE Input Device
4 Printers (4)

Fax Microsoft XPS Nisca

PR-C201 Nisca PR-C201
Document Writer on PC-SERVER
/ Titems
.,
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3.4 Restrictions

(1)

(2)
(3)
(4)

(5)
(6)

(7)

(8)

(9)

In environments where the client PC and the server PC have different OS bit systems
(the client PC has a 32-bit OS and the server PC has a 64-bit OS, for example), it is
possible to perform normal printing using general commercial application software.
However, advanced printing (magnetic, IC processing, etc.) through exclusive
application software is not possible.

Normal printing may not be possible in PCs that have anti-virus software installed.
When there are multiple server PCs connected, operation cannot be guaranteed.

When you change the user-friendly name of the printer driver, you must restart both the
server PC and the client PC.

Both the shared printer and the local printer do not support fast user switching.

The share function cannot be used in a PC which does not have a login password set.
(OS specification)

If printing was executed while the server is turned OFF, printer driver recovery may
take time.

When printing is performed with the shared printer, a warning about an existing print
job may be displayed during uninstallation.
Un-Installation for PR-C201 Printer. (e

- 1 Waorking printers are included in un-installing driver,
' Please delete xox after completion of printing.

In this case, manually delete the shared printer in the printer folder without cancelling
the uninstallation process.

Misca PR-C201

@ Misca PR-C201 on NPC-03430
See what's printing

v Set as default printer
Printing preferences

Printer properties
Create shortcut

Troubleshoot

Remove device

Properties

After deleting the printer, if you continue with the uninstallation, uninstallation will be
carried out as usual.

Set [Domain] or [Workgroup] same on sever PC and client PC.
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3.5 Connection examples

This section shows examples of prerequisite conditions and connections affected by these conditions in a shared connection.

3.5.1 Conditions for a shared connection
The following are specifications related to shared connections:

[Printer driver restrictions]
*The Printer ID cannot be duplicated in a single PC.
-When using a shared setting printer installed in a server PC on a client PC, the maximum number of shared printers that can be installed in the client
PC is 30.
- The status monitor of the shared printer installed in the client PC is registered in the server PC.

[Server PC restrictions]
A Printer ID is assigned to each of the 16 PCs from 0 to 15 so there are 16 units in which installation is possible.
- The server PC does not only register the number of PCs with printer driver installed but also registers a status monitor for just 1 PC.

[Client PC restrictions]
A Printer ID is assigned to each of the 16 PCs from 0 to 15, so there are 16 units in all, including local and shared printers, in which installation is
possible.
*One or more local printers is needed for 1 PC.
*There is only 1 server PC connected to a client PC.
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3.5.2 An example of a shared connection

M Local printers(enclosed in blue)
M Shared setting printer (enclosed in green)  =**
M Shared connection printer (enclosed in red)

=++ Printers installed through the usual USB connection.

Printer with shared settings for local printers installed server PCs,
=++ Shared printer installed in client PCs.

D=0 USB ¢ ID = Printer ID USB ID=0
F’ Server PC Client PC 4FI
- ID=1 D=0 ID=38 ID=8 D=0 - ID=1
F'i W = u o Fl
ID=2~6 5 ID=2~6 .
FI .................. - — — ) -
- D=7 )™ 8 Y ™% . ; D=7
F|— Eﬂ-l Q!’él LAN &5;3 - Fl
T e -
ID=8 = % Shared ID=8 = .
EI . . . - I
E— | . . . . I
) D=9 ID—.2~6 ID= 1.0-'14 ID= I.El~14 D -.2--5 ) D=9
| ——— ] . . | . . [ ——y]
| |. l e '
ID=10~14 H 5 D=7 ID=15 ID=15 ID=7 D=10~14 H 5
r=) 5| | & 2| & |
H % ID=15 L_Hc-i H = ID=15
E " - [
When a printer is used as a shared connection printer
using Printer ID = 15, it cannot be used as iocal printer.
< Restrictions >

1.Up to 16 printers can be installed on each PC including the local printer, and shared connection printer.

_ _a PR . WL

D s mnaiad s " gy H ™ _a__ TI_ " A"
L. 1NEre must NOL De auplicate rFrinter IWVs In 1rFw,
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4 Standard uninstallation procedure of the printer driver

Implement the uninstallation by the Administrator (a manager) authority.

4.1 USB printer driver
(1) Open "All programs" >> "Nisca” >> "PR-C201" >> "Uninstall" from the Start Menu.
(2) Click "Next" on the initial screen of "Un-Installation for PR-C201 Printer" dialog window.

(3) Confirm "Nisca PR-C201" is selected in the "Printer Model" window, and then click "Next"
button.

(4) Confirm "Nisca PR-C201" is listed as the "Printer Model" and "Printer Name", and then click
"Start" button.

(5) If the following dialog window is popped up after the start, select "Continue" and then click
"Next" button.

(6) Click "Finish" button.

(7) Reboot the PC.

4.2 Network printer driver
(1) Open "All programs" >> "Nisca” >> "PR-C201 Network" >> "Uninstall" from the Start Menu.
(2) Click "Next" on the initial screen of "Un-Installation for PR-C201 Printer" dialog window.

(3) Confirm "Nisca PR-C201 Network" is selected in the "Printer Model" window, and then click
"Next" button.

(4) Confirm "Nisca PR-C201 Network" is listed as the "Printer Model" and "Printer Name", and
then click "Start" button.

(5) If the following dialog window is popped up after the start, select "Continue" and then click
"Next" button.

(6) Click "Finish" button.

(7) Reboot the PC.
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How to add a Nnetwork printer.............eeeviiiieiiiiiieieee e 10
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Installable number [Conditions for a shared connection]...........cc....occcoee. 35
IP address [Network port settings]........coooeiiiiii i 4
IP address [Printer settings]..........ccooioi e 7
IP address Search [Network port setting tool]..........occoiiiiiiiiie. 5
IPSeC [Printer SettiNGS]......o i o e 7
IPSec pre-shared key [Printer settings]............ooooiiicciiiee e, 7
IPSEC SEHINGS. ..eeeiiiiiiiiee e 8
Local printer installation.................uiiiiiii e 22
Login password [ReStriCtiONS]..........uuuuiiiiiiiiiiiieieie e 34

MAC Address [Printer SettingS].........uuueeieiiiiiiiieieieee e 6
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Network port setting button [Network port settings].......cccccceeeeeiiiiines
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Network printer driver..............

Network settings............cccooee
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Password [Printer settings]......

Password Setting [Printer settings]......ccvevvviiiiiei e,

PC IPSec settings [How to set

1 ST= o SRR

Port name [Network port Settings]........ccccuuviiiiiiiiiiiiiiiiee s

PR-C201 IPSec settings [How

Printer ID [Printer settings].......

toset IPSec].....cccooeeiiiiiiiie,

Printer Setting [Network port setting tool].............ccoooociiiiie e,

Printer settings..........cccevvvvnnnnn.
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Resume Search [Network port

sSetting tool]......ovvveeiii e,
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